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Department of Finance

Westchester
S onv.com

Bureau of Purchase & Supplies
375 Executive Blvd., 2nd Floor
Elmsford, N.Y. 10523

(914) 231-1872
www.westchestergov.com

CONTRACT AWARD NOTIFICATION

TITLE: FIRE HOSE

CONTRACT NUMBER: RFB-WC-11127

CONTRACT PERIOD: JUNE 1, 2011 to MAY 31, 2012
DATE OF ISSUE: MAY 24,2011

COUNTY DEPARTMENTS: DPW, DEF - WWTP, DOC, DES

SPECIFICATION REFERENCE:

As Incorporated In The Invitation for Bids

CONTRACTOR
INFORMATION:

Appears on Page 2 of this Award

Address Inquiries To:

County Departments & Vendors

Political Subdivisions

Name Dianne Munro

Title : Senior Buyer
Phone : 914-231-1315
Fax 914-231-1546

E-mail: dmmo6@westchestergov.com

Customer Service

Name : Dianne Munro
Phone : 914-231-1315
Fax 914-231-1546

E-mail: dmm6@ Westchestergov.com

VENDOR :

AAA EMERGENCY
SUPPLY CO. INC,, 635
NORTH BROADWAY,
WHITE PLAINS, NY 10603

MATHEW MANFREDI
PHONE: (914)949-0512
FAX: (914)949-0512
EMALIL:
info@aaaemergency.com

Description

DELIVERY: 30 DAYS ARO
TERMS: NET 30

This Cooperative Contract award is to provide participating local government with a

means of purchasing fire hose.
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SCOPE
Westchester County is soliciting bids for fire hose to supply political subdivisions (cities, towns, villages,
school districts and fire districts) within the County of Westchester with a means of purchasing fire hose.

1. This is a cooperative effort among municipalities in Westchester County to:

a. Establish a contract as contractor’s primary offering to municipalities in
Westchester County.

b. Achieve cost savings for vendors and government agencies through a single
bid process that eliminates the need for multiple government bids and multiple
responses by vendors.

c. Combine the requirements of government agencies regionally to achieve cost
effective pricing.

PAYMENT
All purchase and payment transactions shall be made directly between the Contractor and
the municipality.

DELIVERY POINT

Delivery point shall be designated by the municipality. Each municipality will be
responsible for its own delivery points, orders and invoices. Contractor is instructed to
deal individually with the municipality on these matters.

TERM OF CONTRACT AND RENEWAL
The term of Contract shall be one year and commence on June 1, 2011, or upon notice
from Westchester County to Contractor.

NOTE TO CONTRACTOR:
Contract Award Notification is not an order. Do not take any action under this contract
except on the basis of purchase order(s) from the political subdivision.

REPORT OF CONTRACT PURCHASES

A quarterly report listing totals by the full list pricing and totals by the net sales pricing
shall be submitted to the Bureau of Purchase and Supplies on or before the fifteenth of the
month following each quarter of the contract period.

The report is to be submitted to the Bureau of Purchase and Supplies, 375 Executive
Blvd., Elmsford, NY 10523 to the attention of Dianne Munro and shall reference the
commodity, contract number, sales period, and contractor’s name.

Failure to submit the required report may be cause for contract cancellation and
disqualification of contractor for future contracts.

CONTRACT QUANTITIES

Unless otherwise stated in the Specifications, unit prices shall not vary, notwithstanding
any increase or reduction in the quantities of Goods or Services requested by the
municipality, and no claim for damages shall be made by or allowed to Contractor by
reason of such increase or reduction.
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1. This is a Requirements Contract unless specifically stated otherwise, and the estimate
of quantities of the Goods or Services required is approximate and shall in no respect
be deemed a guarantee.

a. The quantities actually required to complete the Contract may be less or more
than estimated, and, if less, then no action for damages or lost profits shall accrue
to Contractor.
b. If the quantity(ies) varies from original estimated number or amount, then the
Contract Price shall be adjusted accordingly.
2. Even if this is not a Requirements Contract, the County shall have the right to increase
or reduce the quantity of Goods or Services by up to ten percent (10%) thereof.

STANDARDS
The fire hose shall meet all Federal, State of New York, and local safety standards. The
fire hose shall meet the following National Fire Protection Association (NFPA), latest
edition standards, that are in effect at time of bid, and any changes at time of purchase.

1. NFPA 1961: Standard on Fire Hose

2. NFPA 1962: Standard for the Inspection, Care, and Use of Fire Hose, Couplings,

and Nozzles and the Service Testing of Fire Hose
3. NFPA 1963: Standard for Fire Hose Connections

QUALITY CONTROL
1. Total quality control must be managed by the manufacturer of the hose, including

weaving of the jackets, manufacture of the linings, physical and laboratory testing
of all raw materials and finished products. A system of accurate documentation
shall be maintained on hydrostatic tests, test results shall be provided to the
municipality upon request within five business days from the time a request is
made. This documentation shall include the test date, inspector’s name, and all
test results.

2. The hose manufacturer shall have a quality control program in place that assures
the fire hose is manufactured to the NFPA 1961 latest edition standard.

3. The manufacturer shall keep documentation of all design tests that show
compliance with the requirements of the NFPA 1961 latest edition standard.

4. Production records of inspection and tests shall be kept complete and available to
the County and political subdivisions.

SERVICE LIFE

1. The fire hose furnished under the terms of this bid shall have a potential service
life of not less than ten (10) years, aggressive municipal fire service. The fire hose
shall be capable of withstanding normal actual duty for a period of not less than
ten (10) years, without deterioration that would render the hose unfit for service,
barring mistreatment or accidental damage. All other requirements shall conform
to NFPA 1961 latest edition standards. A sample warranty shall be submitted
with the proposed bid.
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2. Agoressive municipal service, for this document, is construed to mean the use of
fire hose for interior offensive structural fire attack for the purpose of fire
extinguishment, during the incipient phase and open burning phase of fire
progression. The hose will encounter environments coincidental with that
purpose. This will include, but is not limited to; dragging the hose through a
burned or partially burned structure, direct contact with flooring, furniture, normal
building construction materials that are damaged or undamaged, broken glass, and
partially extinguished smoldering material. Purposefully excluded are fully
involved structural fires where direct flame contact with the hose is likely.

3. Actual duty, for this document, is construed to mean the period during which the
hose is in active service outside the storeroom.

G10. HOSE MARKING

Hose markings shall be in accordance with NFPA standard 1961 latest edition, and shall
specify the name of the manufacturer and the month and year of manufacture and the
words “Attack Hose, Service Test To _x_x_ PSI” (the hose service pressure).

COUPLING MARKING
Marking of the couplings shall be in accordance with NFPA standard 1961 and 1963.

HOSE INTERNAL DIAMETER
Minimum diameter shall not be less than the hose trade size.

FIRE HOSE SPECIFICATIONS

(D 1v2 Inch Attack Hose
a. Shall have standard 1 %2” NH / NST couplings, one male, one female; couplings
shall be aluminum or better.
b. All sections of fire hose shall be white with a solid red and blue line the entire
length.
c. All sections of fire hose shall be red in color with a solid white stripe the entire
length
d. Shall be polyester double jacket weave with rubber inner liner with rubber
backing and have a Dura Cote- treatment or equal.
e. All sections of hose shall be in accordance with NFPA 1961 standard.
f. Shall be in 50 foot lengths.
g. Shall be stenciled, example: “Elmsford F.D.” and “Live Oak” or “E.F.C.”

(2) 1 3% Inch Attack Hose
a. Shall have standard 1 %2” NH / NST couplings, one male, one female; couplings
shall be aluminum or better.
b. All sections of fire hose shall be white in color with a solid red and blue line
the entire length.
c. All sections of fire hose shall be red in color with a solid white stripe the entire
length
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d. Shall be polyester double jacket weave with rubber inner liner with rubber
backing and have a Dura Cote- treatment or equal.

e. All sections of hose shall be in accordance with NFPA 1961 standard.

f. Shall be in 50 foot lengths.

g. Shall be stenciled, example: “Elmsford F.D.” and “Live Oak” or “E.F.C.”

3) 2 Inch Attack Hose
a. Shall have standard 1 %2” NH / NST couplings, one male and one female;
couplings shall be aluminum or better.
b. All sections of fire hose shall be blue in color.
c. All sections of fire hose shall be orange in color.
d. Shall be polyester double jacket weave with rubber inner liner with rubber
backing and have a Dura Cote- treatment or equal.
e. All sections of hose shall be in accordance with NFPA 1961 standard.
f. Shall be in 50 foot lengths.
g. Shall be stenciled, example: “Elmsford F.D.” and “Live Oak” or “E.F.C.”

€)) 214 Inch Attack Hose
a. Shall have standard 2 %2” NH / NST couplings — one male and one female;
couplings shall be aluminum or better.
b. All sections of fire hose shall be tan in color,
d. Shall be polyester double jacket weave with rubber inner liner with rubber
backing and have a Dura Cote- treatment or equal.
e. All sections of hose shall be in accordance with NFPA 1961 standard.
f. Shall be in 50 foot sections.
g. Shall be stenciled, example: “Elmsford F.D.” and “Live Oak” or “E.F.C.”

&) 3 Inch Supply Hose
a. Shall have standard 2 %2” NH / NST couplings — one male and one female;
couplings shall be aluminum or better.
b. All sections of fire hose shall be Yellow in color,
d. Shall be polyester double jacket weave with rubber inner liner with rubber
backing and have a Dura Cote- treatment or equal.
e. All sections of hose shall be in accordance with NFPA 1961 standard.
f. Shall be in 50 foot sections.
g. Shall be stenciled, example: “Elmsford F.D.” and “Live Oak” or “E.F.C.”

(6) 4 Inch Supply Hose
a. Shall have locking Storz couplings on both ends in aluminum or better.
b. All sections of hose shall be yellow in color
c. Shall be rubber Hi-Volume and be in accordance with NFPA standard.
d. Shall be in 100 foot lengths.
e. Shall be stenciled, example: “Elmsford F.D.” and “Live Oak” or “E.F.C.”
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MATHEW MANFREDI
AAA EMERGENCY PHONE: (914)949-0512
SUPPLY CO. INC., 635 FAX:  (914)949-0512
NORTH BROADWAY, EMAIL: DELIVERY: 30 DAYS ARO

WHITE PLAINS, NY 10603 info@aaaemergency.com TERMS: NET 30

KEY DOUBLE JACKET FIRE HOSE

UNIT UNIT UNIT UNIT
PRICE | PRICE PRICE | PRICE
DESCRIPTION COLOR | WARRANTY | 1TO5 | 6TO 10 COLOR WARRANTY | 1TO5 | 6TO 10
1% " ATTACK HOSE: KEY YELLOW, RED,
BIG 10, DOUBLE JACKET GREEN, BLUE,
FIRE HOSE, 12’ NH/NST, ORANGE, TAN,
MxF ALUM., 50' WHITE | 10YEARS | 75.00 | 70.00 BLACK 10 YEARS 85.00 | 80.00
1%" ATTACK HOSE: KEY YELLOW, RED,
BIG 10, DOUBLE JACKET GREEN, BLUE,
FIRE HOSE, 12” NH / NST, ORANGE, TAN,
MxF ALUM., 50' WHITE | 10YEARS | 87.00 | 83.00 BLACK 10 YEARS | 99.00 94.00
2" ATTACK HOSE: KEY YELLOW, RED,
BIG 10, DOUBLE GREEN, BLUE,
JACKET1'Y2” NH / NST, MxF ORANGE, TAN,
ALUM., 50' WHITE | 10YEARS | 138.00 | 130.00 BLACK 10 YEARS | 155.00 | 150.00
21" ATTACK HOSE: KEY YELLOW, RED,
BIG 10, DOUBLE JACKET GREEN, BLUE,
FIRE HOSE, 2/2” NH / NST, ORANGE, TAN,
MxF ALUM., 50' WHITE | 10YEARS | 128.00 | 122.00 BLACK 10 YEARS | 145.00 | 137.00
3" SUPPLY HOSE, KEY YELLOW, RED,
BIG 10, DOUBLE JACKET GREEN, BLUE,
FIRE HOSE, 21/2 NH /NST, ORANGE, TAN,
MxF ALUM., 50' WHITE | 10YEARS | 185.00 | 178.00 BLACK 10 YEARS | 198.00 | 188.00
4" SUPPLY HOSE, KEY
BIG 10 LDH, DOUBLE
JACKET FIRE HOSE,
ALUM. STORZ, 100' BLANK BLANK BLANK | BLANK | YELLOWONLY | 10YEARS | 455.57 | 445.00
5" SUPPLY HOSE, KEY
BIG 10, LDH, DOUBLE
JACKET FIRE HOSE,
ALUM., STORZ, 100' BLANK BLANK BLANK | BLANK | YELLOWONLY | 10YEARS | 565.00 | 555.00
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KEY COMBAT-READY AGGRESSIVE INTERIOR ATTACK FIRE HOSE

UNIT UNIT
PRICE PRICE
DESCRIPTION COLOR WARRANTY | 1TO5 | 6TO10
13" ATTACK HOSE, KEY COMBAT-
READY AGGRESSIVE INTERIOR WHITE WITH
FIRE HOSE , 1'2” NH /NST, MxF BLUE & RED
ALUM.,, 50' STRIPE 10 YEARS 225.00 | 209.00
2" ATTACK HOSE, KEY COMBAT-
READY AGGRESSIVE INTERIOR WHITE WITH
FIRE HOSE , 1v2” NH / NST, MxF BLUE & RED
ALUM.,, 50' STRIPE 10 YEARS 265.00 | 249.00
21" ATTACK HOSE, KEY COMBAT-
READY, AGGRESSIVE INTERIOR WHITE WITH
FIRE HOSE, 2%2” NH / NST, MxF BLUE & RED
ALUM.,, 50' STRIPE 10 YEARS 275.00 | 262.00
KEY RUBBER COVERED FIRE HOSE
UNIT UNIT
PRICE PRICE
DESCRIPTION COLOR WARRANTY | 1TO5 | 6TO 10
1%" ATTACK HOSE, KEY DURA-
FLOW, RUBBER COVERED FIRE
HOSE 1Y NH/NST, MxF ALUM,, 50' | RED/YELLOW 5 YEARS 124.00 | 118.00
13" ATTACK HOSE, KEY DURA-
FLOW, RUBBER COVERED FIRE
HOSE, 12” NH / NST, MxF ALUM., 50' RED/YELLOW 5 YEARS 134.00 | 130.00
2" ATTACK HOSE KEY DURA-FLOW,
RUBBER COVERED FIRE HOSE, 1'%
NH /NST, MxFALUM., 50' RED/YELLOW 5 YEARS 168.00 | 158.00
21" ATTACK HOSE, KEY DURA-
FLOW, RUBBER COVERED FIRE
HOSE, 2%2” NH/NST, MxF ALUM,, 50' | RED/YELLOW 5 YEARS 178.00 | 168.00
3" SUPPLY HOSE, DURA-FLOW,
RUBBER COVERED, 21/2 NH /NST,
MxFAlum. 50' RED/YELLOW 5 YEARS 208.00 | 199.00
4" SUPPLY HOSE, KEY PRO-FLOW,
RUBBER COVERED FIRE HOSE,
STORZ, 100’ RED/YELLOW 10 YEARS 445.00 435.00
5" SUPPLY HOSE, KEY PRO-FLOW,
RUBBER COVERED FIRE HOSE,
STORZ, 100’ RED/YELLOW 10 YEARS | 545.00 | 527.00
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Visit us on the Web: www keyfire.com

+ Hose Construction

Hose shall be made from 100 petcent high tenacity synthetic
yarn, circulaily woven and completely protected and locked-in
hy tough highly resistant synthetic nittile rubber, forming a sia-
gle homogeneous construction without the use of glues or
adhesives of any type. Meeting all requirements of NFPA 1961,
Warranty: Hose shall carry a ten year written warranty.
- Lining Properties

Ultimate Tensile Strength:

Tensile strength of the lining and cover shall hot be less
than 1750 PSL

Ultimate Eiongation:

500 percent minimum.

Accelerated Aging Test:

The tensile strength and ultimate elongation of the vulcan-
ized ‘rubber compound which has heen subjected to the
action of oxygen at a pressure of 300 PSI [+10 PSI) and a
temperature of 158°(x18°F) for a petriod of 96 hours shall
retaint 60 percent of its originally stated propetties.

+ fbrasion Resistance

Hose shalt withstand 30,000 cycles on the Taber Abrasion
Machine [H-22 Wheel; 1/2 kg]. Key Fire Hose Corporation on
request will supply written warranties that PRO-FLOW hose
meets a minimum 30,000 cycles. Other abrasion test results
(UL, DIN, etc.) can be supplied on request of purchaser.

= Cold Resistance

Hose shall have a capabitity of use down to -35°E Hose shall
have no apparent damage to cover, reinforcement or lining
when subjected to the following cold bending test: a 50 ft.
fength of dry hose is to be firmly coiled and placed i a cold box
at -35°F for a duration of 24 hotus. lmediately after removal
of the hose from the hox, hose should be uncoiled and laid out
by one operator, Following this procedure, the hose shall not
leak nor show any damage to the reinforcement when subject:
ed to the hydrostatic acceptance test stated above,

> Hydrostatic Pressure Tests

le r?}lger Diameter Se}’r:e:g‘sau];gﬂ ']‘gsctC f’g‘teilslﬁse ngl;;fxtre
RC30-500 3 300psi 600pst S00pst
RCA0-500 4" 250psi 500psi 750pst
RC50-400 5" 225psi 450psi 075psi
RC60-300 6" 225psi 450psi 675psi

Archived File - May Not Be ADA Compliant

Pro-Flow LDH Specification Sheet

¢ Rubber Covered Hose
, 47,57, and 6”

+ {lzone Resistance

Hose shall show no visible signs of cracking to the lin-
ing or cover when tested in accordance to ASTM D518
Procedure B, 100pphm/ 1 18°F/70 hours.

= Chemical Resistance

Exposure to sea water and contamination oy most chem-
ical substanices, hydrocarbons, oils, alkalis, acids and
greases must have ho effect on the shoit ot long term per-
formance of the hose. A chemical resistatice chart is avail-
ahte and Key Fire Hose will supply specific chemical resist-
ance data on request of purchaset for unique applications.

= Heal Resistance

The hose, when subjected to a static pressure of 100 P8I,
shall be capable of withstanding a surface temperature of
1200°F for a minimum of two minutes without rupture
or damage to the synthetic reinforcement.

¢ Color

The color shali be of HI-VISIBILITY yellow or red.
Other colors available upon request.

= Couplings

As reguired by purchaser, expansion ring threaded,
STORZ clamp ring, etc,

Key reserves the right to modify any specification with-
out prior notice to meet or exceed changing standards.
Customers are advised thal special diameters or con-
struction chatacteristics can be produced on special
request and you are requested to contact Key Fire Hose
Corp. Miami, Florida.

+ Hose Weight and Coil Diameters

The hose shall conform to the following average weights
and diameters.
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BIG 10 - Aittack Hose Specification

) = o 100% all poiyster Double Jacket 600/600 Pound Test

CORPORATION

Visif us on the Web: www.keyfire.com

- Scope

Quality: The fire hose assembly supplied under this
specification shall he constructed with superior quality
materials,. NFPA 196} standards shall be obsetved in
production of the assembly, in order to ensute its quality
and durability. Service Life: Hose furnished under these
specifications will have a potential service life and warranty of
not less than ten years, barring mistreatment that would
render it unfit for service. Upon delivery, the hose shall be {ree
from defects in workmanship and materials. Any defective
hose will be replaced at no charge.

= Jacket Construction

The jackets will he woven evenly and be free of defects,
including knots, lumps, or uasightly disfigurations that
could jecpardize the integrity of the hose assembly. The
watp yarn shall consist of staple polyester yarn. The use of
filament or entangled yarn is expressly forbidden, The
filler yarns shall be constructed of high strength, low elon-
gation, filament polyester to reduce weight and increase
flexibility.

~ fbrasion Impregnation

Hose assemblies are available with polymer impregnation that
provide additional abrasion resistance. Colors include: clear,
yellow, orange, red, tan, black, blue and green. Color shall be
pure and even in each hose. Impregnated hose shall meet the
requirernertis of Mil-H-24606B for abrasion resistance.

e EPDIM Rubber-Lined

e 1", 112, 13147, 2" 21127, 3", 4”

e Featuring 13/4” FDNY Spec Attack Hose
¢ L Listed

- Lining

The rubber lining shall be a single-ply exiruded tube of syn-
thetic EPDM compounded to resist ozone. The finished form
shall be free of pits or other imperfections and have a smooth
finish. No reclaimed rubbet shall be used. Plastic tubes that
sacrifice durability of the hose life for the sake of weight are
not acceptable. FDNY LINING is constructed with an ultra
stnooth oversized rubber liner to reduce friction loss by 21%
when compared to standard 1-3/4". Tensile Strength,
Ultimate Elongation & Adhesion: Shall meet the
standards of Underwiiters Laboratosies, Inc. ™ as well as all
other properties of UL-19 for rubber lined hoses. A valid 1).S.
underwtiters inspection procedure shall be in force.

- Couplings

As requited by purchaser, expansion ring threaded, STORZ
clamp ring, etc. Impotted couplings unacceptable.

- Finished Hose

Markings: Beginning at a point not less than four feet
from the end, each fifty foot section shall be stencilled in
indelible ink with letters at least one inch high stating the
name of the manufacturer, month atd year of manufacture,
and service test to 400 PSI or as specified by the customet:
The ink used will be of a contrasting colot. Standard lengths
are 50, 75 and 100 feet. Methods Testing: All meas-
urements and tests necessaty to determine compliance of
the fire hose specified tequirernents shall be made with ASTM,
UL and NFPA 1961 designation, unless otherwise prescribed,

Key reserves the right to modify any specification with-
ouf prior notice to meet or exceed changing standards.
Customers are advised that special diameters or con-
struction characteristics can be produced on special

weigms & Measures rgquest. For more {nfox‘matiop, plegse _contact your Key
Fire Hose Corpotation authorized distributor.
Size 1 *lrz * 134 * {34 *2” *2ss2n *3r 4"
FDNY SPEC

Part Number DP10-800 DP15-800 DP17-800 DP17-FDNY DP20-800 DP25-800 DP30-800 DP40-600
Test Pressure 800psi 500psi 800psi 800psi 800psi 800psi 800psi 600psi
Burst Test 1200pst 1200psi 1200psi 1200psi 1200psi 1200psi 1200psi 900psi
Kink Test 750psi 750psi 750psi 750psi 750psi 750psi 750psl 500psi

Bowl Size Jas8" 1157167 ATGH 2174" 2arsn 3" Srzn 41727
i 8 Ibs. 17 1bs. | 19 Ibs, 21 Ibs. 24 1bs. 27 Ibs. 38 Ibs. 50 lbs.

*UL Listed
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Visit us on the Web: www.keyfire.com

» Hose Construction

Hose shall be made from 100 percent high tenacity synthetic
yarn, circularly woven and completely protected and locked-in
by tough highly resistant synthetic nitriie rubber, forming a sin-
gle homogeneous construcdon without the use of glues or
adhesives of any type. Meeting all requirements of NFPA 1961.
Warranty: Hose shall carry a five year written warranty,

Lining Properties

Ultimate Tensile Strength:

Tensile strength of the lining and cover shall not be less
than 1500 PSI.

Ultimate Elongation:

400 percent minimum.

Accelerated Aging Test:

The tensile strength and ultimate elongation of the vul-
canized rubber compound which has been subjected to
the action of oxygen of a pressure of 300 PSI (+10PSI) and
a temperature of 158°(x18°)F for a period of 96 hours
shall retain 60 percent of its originally stated properties.

» Hydrostatic Testing

Part Service Test | Acceptance Burst

Number | Diameter Pressure | Test Pressure | Pressure
RC10-600 1" 300ps 600psi 000psi
RC15-600 14" 300psi 500psi 000psi
RC17-600 | A7 300psi 600psi 900psi
RC20-600 2 300psi 600psi 900psi
RC25-600 2/ 300psi 600pst 900pst
| RC30-600 3 300psi 600psi 800psi

v

Abrasion Resistance

Hose shall withstand 30,000 cycles on the Taber Abrasion
Machine ({H-22 Wheel: 1 kg). Key Fire Hose Corporation on
request will supply written warranties that DURA-FLOW hose
meets a minimum 30,000 cycles. Other abrasion test results
(UL, DIN, etc.} can be supplied on request of purchaser.

Cold Resistance

Hose shall have a capability of use down to -35°F Hase shall
have no apparent damage to cover, reinforcement or lining
when subjected to the following cold bending test: a 50 ft
length of dry hose is to be firmly coiled and placed in a cold box
at -35°F for a duration of 24 hours. Immediately after removal
of the hose from the box, hose should be uncoiled and laid out

jura-riow pecitication
o Rubber Covered Hose
® ]n, ]],Z", ]3/4)!’ 2", 21/25! a“d 3»

by one operator. Following this procedure, the hose shail not
leak nor show any damage to the reinforcement when sub-
jected to the hydrostatic acceptance test stated above.

» (Jzone Resistance

Hose shall show no visible signs of cracking to the lin-
ing or cover when tested in accordance to ASTM D518
Procedure B (100pphm/118°F/70 hours).

» Chemical Resistance

Exposure to sea water and contamination by most chem-
ical substances, hydrocarbons, oils, alkalis, acids and
greases must have no effect on the short or long term per-
formance of the hose. A chemical resistance chart is avail-
able and Key Fire Hose will supply specific chemical resist-
ance data on request of purchaser for unique applications.

» Heat Resistance

The hose, when subjected to a static pressure of 100 PSI,
shall be capable of withstanding a surface temperature of
1200°F for a minimum of two minutes without rupture
or damage to the synthetic reinforcement,

» Hose Weight and Coil Diameters

The hose shall conform to the following average weights
and diameters

( Part ] Diameter Weight per Coll Size - Coupled

Number Length {Coupled) per 50’ Lengths
RC10-600 1” 10 ]bs 16 in.
RC15-600 12" 12 lbs 16 in.
RC17-600 |2 14 Ibs 17 in.
RC20-600 2 16 1bs 17 in.
RC25-600 PAV J 24 Ibs 18m.
RC30-600 3” 30 Ibs 18 in. J

» Color

The color shall be of HI-VISIBILITY yellow or red.
Other color available are: blue, orange and green.

» Couplings

As required by purchaser, expansion ring threaded,
STORZ clamp ring, et¢.

Key reserves the right to modify any specification with-
out prior notice to meet or exceed changng standards.
Customers are advised that special diameters or con-
struction characteristics can be produced on speciai
request and you are requested to contact Key Fire Hose
Corporation, Miami, Florida.

PHORE 1-800-447-5666 o FAX 1-800-447-5664 « E-MAIL sales@keyfire.com

HE.NACD
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KEY Combat Ready Specifications

FIRE HOSE
CORPORATION 13/4” and 21/2"

» Hose Construction Factory Mutual Abrasion — A sample of coupled hose is
This hose is designed specifically for aggressive interior submitted to the procedure listed in F ‘M Standard 2111
fire attack operations. The outer jacket is woven from or MIL-H-24606B, there shall be no signs of leakage
staple polyester yarns over an inner liner consisting after 20,000 cycles of abrasion.
of a one-piece ext;udecl mrough-ﬂ}e-wegve t}lf?e.“ . Cold Resistance Safety Factor— Hose shall be capable
Combat-Ready is manufactured in a high-visibility white of safe use down to ~50 degrees E The hose shall have

with one red and one blue stripe running the length of the
hose. This heat resistant, drag resistant and kink resistant
hose shall have superior friction loss characteristics.

no apparent damage to cover reinforcement or lining
when subjected to the following cold bending test: A

Warranty: Hose shall carry a 10 year written warranty. 50 ft. length of dry hose is coiled and placed in a cold
box at —50 degrees for 24 hours. The hose shall not
» Inner Hose Properties show any damage to the reinforcement when subjected
When the hose is tested in accordance with NFPA 1961, to hydrostatic acceptance test pressure.
the liner or cover shall have the following properties: Flashover Resistance Safety Factor — Heat resistance is
Ultimate Tensile Strength — shall not be less than 1500 PSI of the utmost importance when evaluating interior
Ultimate Elongation - shall not be less than 400% attack hose. This hose shall meet the safety factors for

Permanent Set — shall not exceed 20%
Accelerated Aging Test — shall meet requirements of UL
19 for accelerated aging

heat resistance without exceeding the normal fire hose
weight. The hose shall be subjected 0 a stafic pressure

Adhesion — between reinforcement and liner shall be a of 100 PSI and be capable of withstanding a surface
minimum of 20 pounds temperature of 1200 degrees F for a minimum of 45
Ozone Resistance - shall show no signs of visible seconds without bursting.

cracking of the cover of liner when tested in accordance
with ASTM D1149-91 and ASTM D518-86 (R91),
Procedure B.

Water Pick-up Weight — The tendency for a hose to
absorb water while in a wet environment ¢an create

Chemical Resistance — Exposure to seawater and significant handling difficulties. When tested against
contamination by most chemicals will have no effect on the procedure listed in MIL-H-246068, the maximum
the short or long term performance of the hose. weight gain shall not exceed 3 Ibs. per 50 foot length.
Burst Resistance Safety Factor — Hose failure due to
> Safety Factors bursting is the single most important safety concern.
Abrasion Resistance — bears a direct relationship to the Hose shall have the capability of passing a 500 PS}
safe performance of the fire hose, The UL abrasion test service test with a 1/4” diameter hole through both

most closely resembles the fire ground use of fire hose and
as such, is considered of prime importance. Hose meeting
all of the abrasion resistance safety factors below shall do

jacket and liner. Only a through-the-weave design liner
will be acceptable. Hose shall have a minimum burst

50 without exceeding average weights. pressure of 1500 PSL.
UL Abrasion— The hose shall pass a burst test after 5000 Hydrostatic Pressure Tests — The hose shall comply
cycles on a reciprocating abrasion tester - as specified in with the National Fire Protection Association Standard
Ul Standard 19. NFPA 1961.
Physical Data
DIAMETER SERVICE ACCEPTANCE KINK SHORT CURVED  |AVERAGE WEIGHT|  COIL SIZE
PRESSURE PRESSURE | PROOF PRESSURE | LENGTH BURST | LENGTH BURST | 50- COUPLED | 50- COUPLED
1 3/a 500 PsI 1000 PSI 750 PSI 1500 PSI 1500 PSI 18 LBS 16.5”
217" 500 PsI 1000 PSI 750 PSI 1500 PSI 1500 PSI 26 LBS 18.5"
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